
CNG SEQUENTIAL 
REDUCER with high
pressure solenoid 

valveCNG sequential reducer
with high pressure solenoid 
valve

Two stages reducer, equipped 
with a high pressure solenoid 
valve, for CNG 
sequential systems 
 

 

Approvals:

- R110
- ISO15500

Automotive applications 

GENERAL INFORMATION

Type of product          CNG sequential reducer with high pressure solenoid valve
Application              automotive  
Installation procedure   refer to the installation manual
Material                  aluminium 
Description:    our AT12 CNG sequential model is a compact and reliable 
reducer, suitable for CNG sequential systems. Equipped with a high pressure solenoid 
valve, this model can be installed in a wide range of engines. The outlet pressure is 
adjustable, from 0,10 to 0,25 MPa, to obtain the best performances  

MODEL

AT12 with high
pressure solenoid valve

components for LPG & CNG systems
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CNG SEQUENTIAL REDUCER 
with high pressure solenoid valve



MODEL

AT12

Functioning test, in laboratory conditions, for the settlement of the range of power 
without and with MAP

CNG SEQUENTIAL 
REDUCER with high
pressure solenoid 

valve

MODEL

AT12 with high
pressure solenoid valve
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CNG SEQUENTIAL REDUCER 
with high pressure solenoid valve


